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CERTIFICATE

of Conformity
Reference No.: LCS140225047S

Applicant : TEA-Energy China Limited

Address : 0100029 Building, Xiawei Industrial Zone, Xiahu Community,
Guanlan Town, Longhua District, Shenzhen, China

Product : T8 LED Tube

Model(s) : See Annex1

Trade Mark : QALEDO

Parameters :  100-240V~, 50/60Hz, Max.25W

The submitted products have been tested by us with the listed standards and found in compliance
with the following European Directives:
The LVD Directive 2006/95/EC

EN 60598-1: 2008+A11: 2009; EN 62493: 2010; EN 61347-1: 2008+A1: 2011+A2: 2013;
EN 61347-2-13: 2006; EN 62471: 2008; EN 62031: 2008+A1: 2013

The tests were performed in normal operation mode. The test results apply only to the particular
sample tested and to the specific tests carried out.

This certificate applies specifically to the sample investigated in our test reference number only.

The CE markings as shown below can be affixed on the product after preparation of necessary
technical documentation.

Other relevant Directives have to be observed.

February 27. 2014

Shenzhen LCS Compliance Testing Laboratory Ltd.

1/F., Xingyuan Industrial Park, Tongda Road, Bao'an Avenue, Bao'an District,

Shenzhen, Guangdong, China

Tel: (86)755-82591330 Fax: (86)755-82591332

Http://www.LCS-cert.com Email: webmaster@LCS-cert.com
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CERTIFICATE

of Conformity
Reference No.: LCS1311291166TS
Annex 1

Model list

T8-18W-120-ND-WW-T00 | T8-14W-90-D-NW-T0O T8-9W-60-S-W-T0O

T8-18W-120-ND-W-F0O0 T8-14W-90-D-WW-T00 T8-9W-60-S-NW-T00

T8-18W-120-ND-NW-F00 | T8-14W-90-D-W-F00 T8-9W-60-S-WW-T00

T8-18W-120-ND-WW-F00 | T8-14W-90-D-NW-F00 T8-9W-60-S-W-F00

T8-18W-120-ND-W-WO00 T8-14W-90-D-WW-F00 T8-9W-60-S-NW-F00

T8-18W-120-ND-NW-W00 | T8-14W-90-D-W-W00 T8-9W-60-S-WW-F00
T8-18W-120-ND-NW-T00 | T8-14W-90-D-W-T00 T8-25W-150-D-WW-WO00
T8-9W-60-S-W-WO00 T8-14W-90-S-NW-W00 T8-18W-120-S-WW-W00
T8-9W-60-S-NW-W00 T8-14W-90-S-WW-WO00 T8-25W-150-S-W-T00
T8-9W-60-S-WW-W00 T8-18W-120-S-W-T00 T8-25W-150-S-NW-T00
T8-14W-90-S-W-T00 T8-18W-120-S-NW-T00 T8-25W-150-S-WW-T0O0
T8-14W-90-S-NW-T0O0 T8-18W-120-S-WW-T00 T8-25W-150-S-W-F00
T8-14W-90-S-WW-T0O0 T8-18W-120-S-W-F00 T8-25W-150-S-NW-F0O
T8-14W-90-S-W-F00 T8-18W-120-S-NW-F00 T8-25W-150-S-WW-F00
T8-14W-90-S-NW-FO0 T8-18W-120-S-WW-F00 T8-25W-150-S-W-W00

T8-14W-90-S-WW-F00 T8-18W-120-S-W-W00 T8-25W-150-S-NW-WO00

T8-14W-00-S-W-W00 T8-18W-120-S-NW-W00 | T8-25W-150-S-WW-W00

% 3

Shenzhen LCS Compliance Testing Laboratory Ltd.

1/F., Xingyuan Industrial Park, Tongda Road, Bao'an Avenue, Bao'an District,

Shenzhen, Guangdong, China

Tel: (86)755-82591330 Fax: (86)755-82591332

Http://www.LCS-cert.com Email: webmaster@LCS-cert.com
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CERTIFICATE

of Conformity

Reference No.: LCS1311291166TS

Annex 1

Model list

T8-9W-60-ND-W-T0O0

T8-18W-120-ND-WW-W00

T8-14W-90-D-NW-WO00

T8-9W-60-ND-NW-T00

T8-25W-150-ND-W-T00

T8-14W-90-D-WW-WQ0

T8-9W-60-ND-WW-T00

T8-25W-150-ND-NW-T00

T8-18W-120-D-W-T00

T8-9W-60-ND-W-F00

T8-25W-150-ND-WW-T00

T8-18W-120-D-NW-T00

T8-9W-60-ND-NW-F0OO

T8-25W-150-ND-W-F00

T8-18W-120-D-WW-T00

T8-9W-60-ND-WW-F00

T8-25W-150-ND-NW-F00

T8-18W-120-D-W-F00

T8-9W-60-ND-W-W00

T8-25W-150-ND-WW-F00

T8-18W-120-D-NW-F00

T8-9W-60-ND-NW-W00

T8-25W-150-ND-W-W00

T8-18W-120-D-WW-F00

T8-9W-60-ND-WW-WG00

T8-25W-150-ND-NW-W00

T8-18W-120-D-W-W00

T8-14W-90-ND-W-T00

T8-25W-150-ND-WW-W00

T8-18W-120-D-NW-W00

T8-14W-90-ND-NW-T(CO

T8-9W-60-D-W-T0O0

T8-18W-120-D-WW-WG0

T8-14W-90-ND-WW-T00

T8-9W-60-D-NW-TO0

T8-25W-150-D-W-T0O0

T8-14W-90-ND-W-F00

T8-9W-60-D-WW-T00

T8-25W-150-D-NW-T00

T8-14W-90-ND-NW-F00

T8-9W-60-D-W-F0O0

T8-25W-150-D-WW-T00

T8-14W-90-ND-WW-F00

T8-9W-60-D-NW-F00

T8-25W-150-D-W-F00

T8-14W-90-ND-W-W00

T8-9W-60-D-WW-F00

T8-25W-150-D-NW-F00

T8-14W-90-ND-NW-WQ0

T8-9W-60-D-W-WO00

T8-25W-150-D-WW-F00

T8-14W-90-ND-WW-WO00

T8-9W-60-D-NW-WG0"

| 78-25W-150-D-W-W00

T8-18W-120-ND-W-TQ0

T8-9w-6o-D_WW_W66,.g,

AR

\

Shenzhen LCS Compliance Testing Laboratory Ltd.

1/F., Xingyuan Industrial Park, Tongda Road, Bao'an Avenue, Bao'an District,

Shenzhen, Guangdong, China

Tel: (86)755-82591330
Http://www.LCS-cert.com

Fax: (86)755-82591332
Email: webmaster@LCS-cert.com

| T8-25W-150-D-NW-W00
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