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CERTIFICATE

of Conformity
2011/65/EU Restriction of Hazardous Substance

Reference No.: LCS140225049TR

When tested as specified, the submitted sample complies with the requirements of Commission
Decision of 21 July 2011 amending Directive 2011/65/EU.

Applicant : TEA-Energy China Limited

Address : 0100029 Building, XiaWei Industrial Zone, XiaHu Community, GuanLan
Town, LongHua District, Shenzhen, China

Trade Mark : QALEDO
Product : T8 LED Tube
Model(s) : See Annex 1

The test report is issued by the Company subject to its General Conditions of Service printed
overleaf. Attention is drawn to the limitations of liability, indemnification and jurisdictional issues
defined therein. The results shown in this test report refer only to the sample(s) tested unless
otherwise stated. This Test Report cannot be reproduced, except in full, without prior written
permission of the Company.

Other relevant directives have to be observed.

RoHS

.
March 04, 2014

Shenzhen LCS Compliance Testing Laboratory Ltd.

1/F., Xingyuan Industrial Park, Tongda Road, Bao'an Avenue, Bao’an District,
Shenzhen, Guangdong, China

Tel: (86)755-82591330 Fax: (86)755-82591332

Http://www.LCS-cert.com Email: webmaster@lcs -cert.com
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CERTIFICATE

of Conformity

2011/65/EU Restriction of Hazardous Substance

Annex 1

Reference No.: LCS140225049TR

Model list

T8-9W-60-ND-W-T00

T8-18W-120-ND-WW-W00

T8-14W-90-D-NW-W00

T8-9W-60-ND-NW-T00

T8-25W-150-ND-W-T00

T8-14W-90-D-WW-W00

T8-9W-60-ND-WW-T00

T8-25W-150-ND-NW-T00

T8-18W-120-D-W-T00

T8-9W-60-ND-W-F00

T8-25W-150-ND-WW-T00

T8-18W-120-D-NW-T00

T8-9W-60-ND-NW-F0O0

T8-25W-150-ND-W-F00

T8-18W-120-D-WW-T00

T8-9W-60-ND-WW-F00

T8-25W-150-ND-NW-F00

T8-18W-120-D-W-F00

T8-9W-60-ND-W-W00

T8-25W-150-ND-WW-F00

T8-18W-120-D-NW-F00

T8-9W-60-ND-NW-W00

T8-25W-150-ND-W-WO00

T8-18W-120-D-WW-F00

T8-9W-60-ND-WW-W00

T8-25W-150-ND-NW-W00

T8-18W-120-D-W-W00

T8-14W-90-ND-W-T00

T8-25W-150-ND-WW-W00

T8-18W-120-D-NW-W00

T8-14W-90-ND-NW-T00

T8-9W-60-D-W-T00

T8-18W-120-D-WW-W00

T8-14W-90-ND-WW-T00

T8-9W-60-D-NW-T00

T8-25W-150-D-W-T00

T8-14W-90-ND-W-F00

T8-9W-60-D-WW-T00

T8-25W-150-D-NW-T00

T8-14W-90-ND-NW-F00

T8-9W-60-D-W-F00

T8-25W-150-D-WW-T00

T8-14W-90-ND-WW-F00

T8-9W-60-D-NW-F00

T8-25W-150-D-W-F00

T8-14W-90-ND-W-WO00

T8-9W-60-D-WW-F00

T8-25W-150-D-NW-F00

T8-14W-90-ND-NW-W00

T8-9W-60-D-W-W00

T8-25W-150-D-WW-F00

T8-14W-90-ND-WW-W00

T8-9W-60-D-NW-W00

; ‘T8-25W-150-D-W-W00

T8-18W-120-ND-W-T00

T8-9W-60-D-WW-W00

Shenzhen LCS Compliance Testing Laboratory Ltd.
1/F., Xingyuan Industrial Park, Tongda Road, Bao’an Avenue, Bao’an District,

Shenzhen, Guangdong, China

Tel: (86)755-82591330
Http://www.LCS-cert.com

Fax: (86)755-82591332
Email: webmaster@lcs -cert.com

TQ-25W-1 50-D-NW-W00
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of Conformity

2011/65/EU Restriction of Hazardous Substance

Annex 1

Reference No.: LCS140225049TR

Model list

T8-18W-120-ND-WW-T00

T8-14W-90-D-NW-T00

T8-9W-60-S-W-T00

T8-18W-120-ND-W-F00

T8-14W-90-D-WW-T00

T8-9W-60-S-NW-T00

T8-18W-120-ND-NW-F00

T8-14W-90-D-W-F00

T8-9W-60-S-WW-T00

T8-18W-120-ND-WW-F00

T8-14W-90-D-NW-F00

T8-9W-60-S-W-F00

T8-18W-120-ND-W-W00

T8-14W-90-D-WW-F00

T8-9W-60-S-NW-F00

T8-18W-120-ND-NW-W00

T8-14W-90-D-W-W00

T8-9W-60-S-WW-F00

T8-18W-120-ND-NW-T00

T8-14W-90-D-W-T00

T8-25W-150-D-WW-W00

T8-9W-60-S-W-W00

T8-14W-90-S-NW-W00

T8-18W-120-S-WW-W00

T8-9W-60-S-NW-W00

T8-14W-90-S-WW-W00

T8-25W-150-S-W-T00

T8-9W-60-S-WW-W00

T8-18W-120-S-W-T00

T8-25W-150-S-NW-T00

T8-14W-90-S-W-T00

T8-18W-120-S-NW-T00

T8-25W-150-S-WW-T00

T8-14W-90-S-NW-T00

T8-18W-120-S-WW-T00

T8-25W-150-S-W-F00

T8-14W-90-S-WW-T00

T8-18W-120-S-W-F00

T8-25W-150-S-NW-F00

T8-14W-90-S-W-F00

T8-18W-120-S-NW-F00

T8-25W-150-S-WW-F00

T8-14W-90-S-NW-F00

T8-18W-120-S-WW-F00

T8-25W-150-S-W-WO00

T8-14W-90-S-WW-F00

T8-18W-120-S-W-W00

T8-25W-150-S-NW-W00

T8-14W-90-S-W-W00

T8-18W-120-5-NW-W00

T8-25W-150-S-WW-W00

.The End.:

Shenzhen LCS Compliance Testing Laboratory Ltd.

1/F., Xingyuan Industrial Park, Tongda Road, Bao’an Avenue, Bao’an District,
Shenzhen, Guangdong, China

Tel: (86)755-82591330
Http://www.LCS-cert.com

Fax: (86)755-82591332
Email: webmaster@lcs -cert.com
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